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Technical data sheet 

REVOPUR® WP Drain 

Decoupling membrane for damp, mineral substrates 

 

Areas of application 
 

REVOPUR® WP Drain is a decoupling membrane that is applied to 

damp, mineral substrates as a separating layer to prevent 

bubbles in the surface. 

 

Features 
 

■ Ready to use 

 

Properties 
 

■ Weight per m2: approx. 2.0 kg/m² 

■ Material thickness: approx. 3.0 mm 

■ Temperature resistance -20°C to +80°C 

 

Coverage 
 

1 m²/m² 

 

Delivery form 
 

■               5 m² / 5  RM 

 

Storage 
 

Protect from damp, store upright and without kinks. 

 

Processing  
 

Substrate 

The substrate must be clean, dry, non-slip and load-bearing, 

have sufficient impermeability and strength, be free of 

separating substances such as dirt, oil and grease, etc. 

The airing times and the recoating ability of the individual layers 

must be observed. 
 

Application 

Lay out and cut REVOPUR® WP Drain. 

Apply REVOPUR® WP Drain over the entire surface using a 

suitable adhesive. Roll the strip in the adhesive with sufficient 

pressure. Make sure the other strips touch each other. Glue the 

joints with all-purpose fabric adhesive tape. 

After the adhesive has hardened, the system-compliant primer 

for mineral substrates is applied at a rate of approx. 1.00 kg/m². 

Ensure that there is adequate ventilation on the sides. When 

venting via the wall connection, the REVOPUR® WP Drain must be 

directed onto the rising component. Sufficient ventilation must 

be guaranteed here too. 

 

Tools 
 

 

 

 

 

 

General information 
 

Times are reduced at higher ambient and substrate 

temperatures and extended at lower ones. The processing tools 

and equipment used as well as different construction site 

conditions play a role when it comes to the stated coverage. This 

means these are variable. Unevenness resulting from the 

substrate cannot be levelled out using the product.  

The product must not be mixed and processed with other 

substances not belonging to the system. No materials other than 

those specified by FRANKEN SYSTEMS GmbH are permitted to be 

used. 

The current version of the DAfStb guideline “Protection and 

Repair of Concrete Structures” must be observed. 

 

Miscellaneous 
 

It’s to the best of our knowledge that we’ve provided the above 

information as well as our technical advice on applications, 

whether verbal, in writing or by means of tests. However, this 

information shall only be regarded as non-binding, which also 

applies to any property rights of third parties. The advice does 

not release you from examining our current advisory notes 

yourself (our safety data sheets and technical information in 

particular) and our products with regard to their suitability for 

the intended processes and purposes. The application, use and 

processing of our products as well as the intended use selected 

by you on the basis of our technical application-specific advice 

are beyond our control and are therefore exclusively your 

responsibility. The sale of our products is subject to our current 

General Terms and Conditions of Sale and Delivery. Warnings on 

the product labels must be observed. The latest version of the 

applicable documents shall be used.  

Please check that the documents used are up-to-date and/or 

request an up-to-date document before each application.  


